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VIDEO DETECTION CABLE

REMOVE 2-CONDUCTOR SHIELDED CABLE FROM ABANDONED LOOP TO CONTROLLER CABINET.
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A. EQUIPMENT TO BE FURNISHED BY STATE HIGHWAY ADMINISTRATION

DESCRIPTION

250" VIDEO CABLE TO CONTROLLER
VIDEO DETECTION CAMERA

B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY CONTRACTOR

ITEM NO. QUANTITY
8001 1 EA
8049 1 EA
ITEM NO. QUANTITY
NONE

DESCRIPTION

C. EQUIPMENT TO BE REMOVED AND RETURNED TO SHA

NONE

ALL REMOVED MATERIALS ARE TO BECOME THE PROPERTY OF THE CONTRACTOR
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PHASING NOTES:

2. PHASES ASSOCIATED

1. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
BY A DASHED LINE WILL ODPERATE CONCURRENTLY.

GENERAL NOTES:

utilities.

this location.

1. This plan reflects only those underground utilities
that were apparent at the time of +his location belng
asbuilt. A detailed review was not undertaken and this
plan should not be construed as representing all
underground utiities in the area.

2. Any modification to this subject signal should be pre-
ceeded by a thorough identification of all existing

3. Uniess otherwise shown, the Right-of-way line is
located at the back edge of the sidewalk throughout
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